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Clamping Lever Stainless Steel

Type A Type B

MATERIAL
/	 AISI 303 stainless steel, sandblasted matte finish

ASSEMBLY
/	 Type B: plain through hole
/	 Type A: tapped through hole

FEATURES AND APPLICATIONS
AISI 303 stainless steel, thanks to its high resistance to 
corrosion, allows the application of these clamping levers 
on machines and equipment in those sectors where laws 
or particular hygienic, climatic and environmental factors 
make it mandatory to use corrosion resistant materials.

							       Mounting Hole
Part Reference	 R	 D	 H	 d1	 d3	 dH7	 d	 h1

CL1ASS	 48	 12	 24	 8	 8	 -	 M6	 9.5
CL2BSS	 60	 16	 30.5	 12.5	 10	 8	 -	 12
CL3ASS	 60	 16	 30.5	 12.5	 10	 -	 M8	 12
CL4BSS	 76	 20	 38	 16	 13	 10	 -	 14.5
CL5ASS	 76	 20	 38	 16	 13	 -	 M10	 14.5
CL6BSS	 95	 25	 47	 20	 16	 12	 -	 18.5
CL7ASS	 95	 25	 47	 20	 16	 -	 M12	 18.5
CL8ASS	 119	 32	 59.5	 25	 20	 -	 M16	 24
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