BONEHAM

Lock Screw

BS 1098 PT.2 1977/1S0 4247

Flush Proud
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WHEN BUSH HEAD IS FLUSH
For use with Bushes F (H B D E A
RD8 - RD10 15 3 9 13 15 M5 MS5
RD12 - RD18 18 4 10 16 95 M6 MS6
RD22 - RD42 22 5.5 1.5 20 12.0 M8 MS8
RD4S - RD105 32 1 18.5 24 15.0 M10 MS10
WHEN BUSH HEAD IS PROUD
For use with Bushes F (H B D E A
RD8 - RD10 18 6 9 13 15 M5 LMS5
RD12 - RD18 22 8 10 16 95 M6 LMS6
RD22 - RD42 21 10.5 15 20 120 M8 LMS8
RD48 - RD105 38 13 18.5 24 15.0 M10 LMS10
All dimensions in millimetres
TENONS

WHEN BUSH HEAD S FLUSH

RD8 - RD10 4 DMSS
RD12 - RD18 1[] 4 5 16 12 6.1 15 4.7 MB DMS6
RD22 - RD42 12 5.5 5 20 15 8.1 30 6.2 M8 DMS8
RD48 - RD105 16 1 1 24 18 101 80 15 M10 DMS10

WHEN BUSH HEAD IS PROUD

RD8 - RD10 4 51 DLMSE
RD12 - RD18 14 8 5 16 12 6.1 15 4.7 MB DLMSG
RD22 - RD42 11 10.5 5 20 15 81 30 6.2 M8 DLMS8
RD48 - RD105 22 13 1 24 18 101 80 1.5 M10 DLMS10

All dimensions in millimetres
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